
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

PPG 玻璃纤维 
HYBON® 2026 无捻粗纱 

产 品 优 点 

• 高物性表现。复合材料制
品性能优异。 

• 与各种聚酯、乙烯基酯及
环氧树脂等多种树脂相
容。节省进料与仓管花
费。 

• 浸透快速、完全、一致。
生产效率高，制品更牢
靠。 

• 耐磨性强。不易起毛断
裂。提升生产效率。 

• 纱线密合，无松垂。复合
材料制品性能优异。 

• 全产品生产过程符合 ISO 
9002 标准。质量有保
障。 

 
 

启 动 能 源 
提供您风电专用 
玻纤与涂料 
 

PPGWind.com 

PPG 玻璃纤维 
    PPGFG@ppg.com 
 

HYBON® 2026无捻粗纱 
HYBON® 2026无捻粗纱为无碱连续单股直接纱，是一种专门设计可兼容于聚
酯、乙烯基酯及环氧树脂体系的增强型玻璃纤维。本产品也是专为多轴向织
物、缠绕、拉挤、树脂渗渍、以及真空辅助等等工艺所设计，因为这类工艺
要求玻璃纤维具备有最佳的浸透性与浸透一致性，同时又必需使最终制成的
复合材料制品具有优异的物性表现。这类工艺最终的应用产品包括楼梯轨道
型材，杆梁结构型材，管道，储存槽，以及风电叶片等。 

技术讯息 
产品特性 说明 
纤维类型 无碱 E-Glass (ASTM 0578-00, 4.2.2) 
浸润剂类型 硅烷 
浸润剂含量百分比 
(以占玻璃重量计算). ± 0.15% 0.70% 0.70% 0.70% 0.55% 0.55% 

单丝直径 - 微米 17 17 15 16 14 
粗纱英制号数(码/磅), ± 7% 2400 1200 900 600 300 
粗纱公制号数 (克/公里), ± 7% 206 413 550 827 1650 
 

包装方式 
• 48个纱团/ 每托盘。 
• 每托盘 114 x 114 x 96厘米 或 44.9 x 44.9 x 37.8 英吋。 
• 每托盘净重 816 公斤 或 1,799 英磅。 

 
注意事项：堆迭时请保持纵向稳定以避免造成可能的人员伤害。请按个别集装箱

指示限制栈板堆迭至二层。 
 
 
储存方法 
Hybon®

 2026 型无捻粗纱应该在干爽的环境中贮存。在使用前，应将玻璃纤维置
于工作区使其处于正常状态。建议采用先进先出法控管存货以最佳保持产品的稳
定一致。 
 

HYBON 是 PPG Industries Ohio, Inc.已注册的商标。 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

BENEFITS 

• High composite 
mechanical properties 

• Multi-compatible for 
polyester, vinyl ester 
and epoxy 

• Rapid, complete and 
consistent wet-out and 
wet-through 

• Good abrasion 
resistance 

• Catenary free product 

• Product is 
manufactured 
inconformance to ISO 
9002 requirements 

HYBON®
 2026 ROVING 

HYBON®
 2026 fiber glass roving is a continuous filament, single-end roving designed 

specifically to reinforce polyester, epoxy and vinyl ester resin systems. It is 
recommended for multiaxial fabric, filament-winding, pultrusion and resin-infusion 
applications that require maximum wet-out and wet-out consistency. The proprietary 
sizing chemistry results in exceptional composite mechanical properties including 
tensile strength and fatigue life. HYBON®

 2026 is offered in a wide variety of other 
nominal TEX products as required for specific fabric applications to meet customers’ 
requirements. 
 

 

TECHNICAL DATA  
PROPERTY DESCRIPTION 
Type of Fiber E-Glass (ASTM 0578-00, paragraph 4.2.2) 
Type of Sizing Silane 
Percent of Sizing, Nominal 
 (by wt. of glass). ± 0.15% 0.70% 0.70% 0.70% 0.55% 0.55% 

Micrometers mm 17 17 15 16 14 
Roving Tex (g/km), ± 7% 2400 1200 900 600 300 
Roving Yields (yd./lb), ± 7% 206 413 550 827 1650 
 

 

PALLETIZING & PACKAGING DATA 
• 48 packages/pallet 
• 114 x 114 x 96cm or 44.9 x 44.9 x 37.8in. 
• Pallet Net Weight 816 kg or 1,799 lbs. 

 
Caution: To avoid possibility of potential injury, maintain column stability by limiting 
pallet stacking to two or three high as noted on individual shipping container. 
 
STORAGE 
HYBON®

 2026 roving should be stored in a dry environment.  The product should be 
conditioned in the working area prior to use. An inventory rotation system is 
recommended for optimal product consistency. 

PPG Fiber Glass 
HYBON®2026 Roving 

HYBON is a trademark of PPG Industries Ohio, Inc. 




